	ACCIDENT PREVENTION PROGRAM

JOB HAZARD ANALYSIS

	1.  Contract No.   N/A
	2. Project:  
	3.  Activity:  Operation of Seamoor

	4.  Date:                                                   
	
	

	7. Item:


	8. Phase of Work: 
Battery Charging

Lifting Transport Cart with Seamoor on it

Loading and Unloading Seamoor

Lifting Shipping Cases
	9. Safety Hazard:
Hazard of Explosive Gas Mixture (When charging the lead acid Robot Battery, which is a Gel type battery it gives off a small amount of hydrogen gas.)

Electrical Shock

Back and Leg Strain
	10. Precautionary Action Taken:
1. Wear Safety Glasses or Goggles.

2. Do not position your face over the battery, at any time while making connections.

3. Do not smoke, strike a match, or cause a spark in the vicinity of the battery during charging.

4. Charge battery in a dry, well ventilated area.

5. Always unplug the AC supply cord before connecting or disconnecting the charger leads from the battery.

1. Do not expose the charger to rain or any type of moisture.

2. Replace defective cords and wires immediately.

3. Do not expose or operate Seamoor in the rain or any type of moisture.

1. Two people should work together to perform these functions.

2. Bend down with knees and lift with your legs.

3. Use handles provided and proper gripping so that the weight is balanced out between the two people.



	11. Seamoor Operator:  

(Signature and Title)

	12. Report discussed with Seamoor Operator on:

Date
	13. Seamoor Trainer:

(Signature and Title)


